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OMEGA CHEMICAL SUPERFUND SITE UPDATE


The United States Environmental Protection Agency (EPA) and a group of potentially responsible parties (PRPs) have been 

conducting an investigation of the groundwater and soil contamination at the Omega Chemical Superfund site in Whittier, 

CA (see Figure 1, page 2). This fact sheet discusses what has been completed to date on the site investigation. 

EPA is studying the nature and extent of the groundwater contamination near the site. EPA is also overseeing the PRPs as 
they investigate the extent and nature of soil and groundwater contamination on the Omega property. As a result of past 
activities at the site, soil and groundwater are contaminated with various volatile organic compounds (VOCs). VOCs are 
organic compounds that easily evaporate at room temperature. The most prevalent VOCs at the Omega site are perchlo
roethylene (PCE), trichloroethylene (TCE), Freon 11 and Freon 113. These solvents were previously used as degreasers, 
dry-cleaning chemicals and refrigerant agents. The nearest drinking water well to the site is approximately 1.3. miles 
downgradient from the site (Figure 1) in Santa Fe Springs, CA. All drinking water served by the City of Santa Fe Springs 
and the City of Whittier, including water from this well, meets State and Federal drinking water standards. The maxi-
mum contamination level (MCL) allowed in drinking water for PCE and TCE is five parts per billion (ppb), for Freon 11 
its 150 ppb and Freon 113 its 1200 ppb. A MCL is the maximum permissible level of a contaminant in water delivered 
to a public drinking system. 

As part of the site investigation, EPA is developing a monitoring program to track the movement of contaminated 
groundwater from the site. The program will help EPA monitor the flow of the contamination under ground so it does 
not threaten drinking water sources, and will determine if other sources are contributing to the contamination. Informa
tion from the monitoring program is used to determine what type of groundwater cleanup system will be needed. 

WHAT HAS HAPPENED, SO FAR? 
Site History 

The Omega Chemical Superfund site is located at 12504 and 12512 East Whittier Blvd., in the City of Whittier, Los 
Angeles County, California. The site is approximately 40,000 square feet in area. There are two buildings, a warehouse 
and an office building. The rest of the site is a paved service yard. From 1976 to 1991, the Omega Chemical Corpora
tion and Refrigerant Reclamation Company operated a used solvent and refrigerant recycling and reformulation treat
ment facility. The facility primarily handled chemicals used in refrigerator and freezer coils and chlorinated solvents that 
included degreasing chemicals and dry-cleaning chemicals. 

In the late 1980s, the Los Angeles County Department of Health Services, Public Works Department and the Fire 
Department investigated the Omega facility. Contamination was found in shallow soil at depths less than 3.5 feet below 
ground surface and at concentrations up to 1,000 ppm. This site was referred to the EPA’s Emergency Response Section 
in 1995. Also in 1995, the EPA issued a Unilateral Administrative Order to over 170 PRPs to remove contaminants that 
posed an immediate or substantial threat to public health and environment. This included the removal of more than 
2,700 drums from the site. In 2001, a settlement known as a partial Consent Decree was signed with over 100 PRPs to 
conduct a soil remedial investigation and feasibility study (RI/FS) at the Omega property; install three (3) downgradient 
monitoring wells to be sampled quarterly; and to design and implement a groundwater containment and mass removal 
system near the Omega facility. A RI/FS allows EPA to study the nature and extent of the contamination at a site, and 
helps to decide what are the best and most cost effective cleanup methods that can be consider. Work required under this 
partial Consent Decree is ongoing. 

Cont’d. on page 2 



Figure 1: Omega Chemical Superfund site, showing outer boundaries of contaminants 

EPA Activities: 

From August to November 2001, EPA drilled eighty borings and took a water sample at each location. The data results 
helped EPA to understand the extent of groundwater contamination better and helped to determine where additional 
monitoring wells needed to be placed. A monitoring well is used to collect periodic groundwater samples. The map 
(above) shows an outline of the site’s groundwater contamination area, referred to as a plume. The plume’s border shows 
where we did not detect VOCs above 5ppb. Based on the boring sampling data, EPA installed eighteen groundwater 
monitoring wells in December 2001. The monitoring wells are currently sampled quarterly and results are typically 
available within a four-month period. In August 2001, EPA conducted a second phase of exploratory sampling to more 
fully evaluate the extent of the contaminated groundwater. An additional thirty-five locations were sampled. 

PRP Activities: 

Four rounds of quarterly sampling have been conducted on the first seven of the ten PRP monitoring wells installed. The 
two most recently installed wells were sampled for the first time in late March 2002 and are now sampled semiannually 
along with other PRP wells. The PRPs conducted pump tests of the four nearest downgradient wells in March 2003. 
The PRPs have also prepared a draft workplan for Remedial Investigation (RI) of soils on the Omega site. The workplan 
explains how they will go about conducting the study. 
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Based on data collected at all of the groundwater wells, EPA has identified the general location of the groundwater 
contamination downgradient from the Omega Chemical facility. These data will be used in the future for the site-wide 
remedial investigation and feasibility study in order that the EPA may select a final cleanup remedy (or plan) for the site. 

TECHNICAL ASSISTANCE PROGRAM 
A Technical Assistance Grant (TAG) is available for citizens who live near a Superfund site. The grant helps qualified 
citizen groups affected by a Superfund site to hire an independent technical advisor to help interpret and comment on 
site-related information. An initial grant of up to $50,000 is available. For further information about the grant, please 
call us and request an application (toll-free 800-231-3075) or get it from the TAG web page: www.epa.gov 

SITE INFORMATION REPOSITORY 
The EPA maintains site information repositories at the Whittier Public Library and at the EPA Superfund Records 
Center. These repositories contain project documents, fact sheets, and reference materials. The EPA encourages you to 
review these documents to gain a complete understanding of the site. The information repository’s locations are listed 
below.  EPA also has a site information web page at http://Yosemite.epa.gov/r9/sfund/overview.nsf, scroll to the Omega 
Chemical site. 

EPA Superfund Record Center 
95 Hawthorne Street 
San Francisco, CA 94105 
(415) 536-2000 

Whittier Public Library 
7344 S. Washington Avenue 
Whittier, CA 90602 
(562) 464-3450 
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 El Sitio Superfondo

Omega Chemical
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PROGRESO EN EL SITIO SUPERFONDO OMEGA CHEMICAL


La Agencia De Protección Ambiental De Los Estados Unidos (EPA por sus siglas en inglés) junto con las compañias 

pontecialmente responsables (PRPs por sus siglas en inglés) han estado conduciendo una investigación sobre la 

contaminación del agua subterránea y el suelo en el Sitio Superfondo Omega Chemicals en Whittier, CA (vease Figura 1). 

Este boletín trata de lo que se ha logrado hasta la fecha con respecto a la investigación en el sitio. 

La EPA está estudiando la naturaleza y el alcance de contaminación del agua subterránea cerca del sitio. La EPA también 
está supervisando a las compañias pontecialmente responsables durante la investigación sobre naturaleza y el alcance de 
contaminación en la propiedad de Omega. Como resultado de actividades llevadas acabo en el pasado dentro del Sitio, el 
suelo y el agua subterránea están contaminados con varios compuestos organicos volátiles (VOCs, por sus siglas en inglés). 
Los compuestos organicos volátiles se caracterizan por evaporarse fácilmente en temperaturas normales. Los compuestos 
orgánicos más comunes en el sitio Omega son percloroeteneo (percholoroethlylene-PCE), tricloroeteneo (trichloroethylene-
TCE), freón (Freon) 11, y freón (Freon) 113. Estos solventes eran utilizados para disminuir la grasa, como químicos para 
limpiar en seco y también como agentes refrigerantes. El pozo de agua potable más cercano al lugar está ubicado 
aproximadamente a 1.3 millas cuesta abajo del sitio (Figura 1) en Santa Fe Springs, CA. El nivel máximo de 
contaminación (MCL, por sus siglas en inglés) de PCE y TCE permitido en el agua potable es de cinco partes por billón 
(pbb por sus siglas en inglés), de Freon 11 es de 150 ppb y de Freon 113 es 1200 ppb. Un MCL es el nivel máximo de 
contaminación permitido en el agua destinada a un sistema público de agua potable. El agua potable para la Ciudad de 
Santa Fe Springs y la Ciudad de Whittier cumple con las normas estatales y federales con respecto al agua potable. 

Como parte de la investigación, la EPA está desarollando un programa de monitoreo para rastrear el movimiento del flujo 
de agua contaminada del sitio. Este programa ayudará a la EPA a monitorear el flujo de contaminación subterránea para 
no poner en riesgo las fuentes de agua potable, y asi ayudar a determinar si algunas otras fuentes están contribuyendo a la 
contaminación. El programa ayuda a determinar que tipo de sistema de limpieza se necesitará para el agua subterránea. 

¿QUE HA SUCEDIDO, HASTA AHORA? 
Historia del Sitio 

El sitio superfondo Omega Chemical está localizado en el 12504 y 12512 East Whittier Blvd., en la Ciudad de Whittier, 
Condado de Los Angeles, California. La área del sitio es de aproximadamente 40,000 pies cuadrados. Hay dos edificios, 
una bodega y sus oficinas. El resto del sitio consiste en un patio de servicio pavimentado. De 1976 a 1991, Omega 
Chemical Corporation y Refrigerant Reclamation Company operaron una instalación de reciclaje, tratamiento y 
reformulación de solventes usados. La instalación manejaba principalmente químicos usados en las bobinas de los 
refrigeradores y congeladores, asi como solventes clorinados que incluían químicos para disminuir la grasa al igual que 
químicos utilizados para la limpieza en seco. 

A finales de la década de los 80s, el Departamento de Servicios de Salud del Condado de Los Angeles, el Departamento 
de Obras Públicas, y el Departamento de Bomberos investigaron la instalación Omega. Se encontró que a una 
profundidad menos de 3.5 pies debajo de la superficie, el suelo contenia contaminaciones en concentraciones de hasta 
1,000 partes por million (ppm por sus siglas en inglés). En 1995, la EPA emitio una Orden Uniteral Administrativa a 
mas de 170 compañias potencialmente responsables para que removieran los contaminantes que ponian en riesgo la salud 
púbica y ambiental. Esto incluyo remover mas de 2,700 barriles del sitio. En el 2001 se firmo un Decreto de 
Consentimiento con mas de 100 compañias potencialmente responsible para conducir una investigación de remediación y 
un estudio de viabilidad en la propiedad de Omega; instalar 3 pozos de monitoreo cuesta abajo de los cuales se tomarian 
muestras trimestralmente; y diseñar e implementar un sistema de contención para el agua subterránea cuesta abajo y un 
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sistema masivo de 
removimiento que 
estaría localizado cerca 
a las instralaciones de 
Omega. 

Actividades de la 
EPA 

De Agosto a 
Noviembre del 2001, 
la EPA excavó 80 pozos 
y tomó muestras de 
agua de cada locación. 
Los resultados de la 
información obtenida 
ayudaron a la EPA a 
entender la extención 
de contaminación del 
agua subterránea mejor 
y ayudo a determinar 
donde serian puestos 
los pozos de monitoreo. 
Un pozo de monitoreo 
es utilizado para 
recolectar muestras de 
agua subterránea 
periodicamente. El 
mapa (a la derecha) 
muestra el contorno del 
flujo de la 
contaminación en el 
agua subterránea del 
sitio (el flujo o plume 

Figura 1: Sitio Superfondo Omega Chemical, mostando los contornos de alvera de los 
contaminantes 

en inglés se refiere a la forma que toma una substacia al infiltrarse o repartiser en un terreno). El contorno del flujo indica 
hasta donde no se detectaron compuestos organicos volatíles por arriba de los 5 ppb. Basándose en la información 
proveniente de las muestras tomadas de los pozos, la EPA instaló 18 pozos de monitoreo en Diciembre del 2001. 
Actualmente se toman nuestras de los pozos de monitoreo cada cuatro meses, y los resultados están disponibles en un 
periodo de cuatro meses. En agosoto del 2001 la EPA condujo una segunda fase de muestras de exploración para mejor 
evaluar el alcance de contaminación en el agua subterránea. Se tomaron muestras de treinta cinco locaciones adicionales. 

Actividades de las compañias potencialmente responsables (PRPs por sus siglas en inglés) 
Cuatro rondas de muestras han sido conducidas cada cuatro meses en los primeros siete de los 10 pozos de monitoreo 
instalados por las compañias potencialmente responsables. Los dos pozos que fueron instalados recientemente, fueron 
analizados por primera vez a finales de Marzo del 2002. Las compañias potencialmente reponsables condujeron pruebas 
de bombeo el los cuatro pozos más cercanos cuesta abajo en Marzo del 2003. Las compañias potencialmente reponsables 
también prepararon un borrador del Plan de Trabajo para la Investigación Remediadora (RI por sus siglas en inglés) del 
suelo en el Sitio Omega. El plan de Trabajo explica como conduciran el estudio. Basandose en la información colectada 
en todos los pozos de agua subterránea, la EPA ha indentificado una locación general de agua subterránea contaminada 
cuesta abajo del las instalaciones de Omega Chemical. Esta información será utilzada en el futuro para la Investigación 
Remediadora y Estudio de Viabilidad en todo el sitio para que la EPA pueda seleccionar una limpieza final para el sitio. 
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OMEGA CHEMICAL SUPERFUND SITE UPDATE

FOR ADDITIONAL INFORMATION, PLEASE CONTACT:


Jacqueline Lane 
Community Involvement Coordinator

U.S. EPA Region 9, (SFD-3)

75 Hawthorne Street

San Francisco, CA 94105


Christopher Lichens 
Remedial Project Manager 
U.S.EPA Region 9, (SFD-7-4) 
75 Hawthorne Street 
San Francisco, CA 94105 

Direct Line (415) 972-3236 or toll-free 800-231-3075 Direct Line (415) 972-3149 or toll-free 800-231-3075 
lane.jacqueline@epa.gov lichens.christopher@epa.gov 

ESO EN EL SITIO SUPERFONDO OMEGA CHEMICAL 
PARA INFORMACIÓN ADICIONAL, POR FAVOR LLAME A: 

Jaqueline Lane 
Cordinadora de Participación Communitaria

U.S. EPA Region 9, (SFD-3)

75 Hawthorne Street

San Francisco, CA 94105

Linea Directa (415) 472-3236 o gratis al (800) 231-3075

lane.jacqueline@epa.gov


Printed on 30% postconsumer recycled / recyclable paper 

Christopher Lichens 
Gerente de Proyecto de Remediación

U.S.EPA Region 9, (SFD-7-4)

75 Hawthorne Street

San Francisco, CA 94105

Linea Directa (415) 972-3149 o gratis al (800) 231-3075

lichens.christopher@epa.gov


Imprimido en el papel 30% posconsumidor reciclado / recicable 
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